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DIN RAIL MOUNTEDSWITCH MODE POWER SUPPLIESAND TRANSFORMERS

!!!!!!!

DIN RAIL MOUNTED MODULAR CONSTRUCTIONSWITCH MODE TECHNOLOGY & REGULATED CLASS 2ELECTRONIC OVERLOADSHORT CIRCUIT PROTECTION12VDC & 24VDC OUTPUTS UP TO 5 AMPSMOST WITH ADJUSTABLE TRIMMING OUTPUTSMANY VERSIONS 100-230VAC PRIMARY



AC to DC DIN RAIL MOUNTED SWITCH MODE REGULATEDPOWER SUPPLIES!!SWITCH MODE TECHNOLOGY & REGULATED CLASS 2!MOST WITH ADJUSTABLE TRIMMING OUTPUTS!12VDC & 24VDC OUTPUTS UP TO 5 AMPS!MANY VERSIONS 100-230VAC PRIMARY!SHORT CIRCUIT PROTECTION!ELECTRONIC OVERLOADGENERAL SPECIFICATIONSConstruction standard: EN60950EMC standard: EN55022/Bo oAmbient temp range: -5 C to +50 CHumidity: 5-90%Housing plastic: Self extinguishing NorylPrimary voltage accuracy: 48-63HzOutput voltage accuracy: +/-3%MTBF (HDBK217): ~100000 hrsMax ripple: 50mVCE marked: Yes

DIN RAIL MOUNTED MODULAR CONSTRUCTION

12VDC POWER SUPPLIESAC VOLTAGE DC VOLTAGE ADJUSTABLE CURRENT CASEP/NO INPUT OUTPUT TRIMMER OUTPUT SIZETBD2/AS.0080.12/E1 230/240 12 No 0.8A 1MTBD2/AS.0125.12/ET2 100-230/240 12 12-14V 1.25A 2MTBD2/AS.0200.12/ET3 100-230/240 12 12-14V 2.0A 3MTBD2/AS.0250.12/ET4 100-230/240 12 12-14V 2.5A 4MTBD2/AS.0300.12/ET6 100-230/240 12 12-14V 3.0A 6MTBD2/AS.0400.12/ET8 100-230/240 12 12-14V 4.0A 8MTBD2/AS.0500.12/ET8 100-230/240 12 12-14V 5.0A 8M
24VDC POWER SUPPLIESAC VOLTAGE DC VOLTAGE ADJUSTABLE CURRENT CASEP/NO INPUT OUTPUT TRIMMER OUTPUT SIZETBD2/AS.0040.24/E1 230/240 24 No 0.4A 1MTBD2/AS.0063.24/E 100-230/240 24 No 0.63A 3M*TBD2/AS.0075.24/ET2 100-230/240 24 24-28V 0.75A 2MTBD2/AS.0100.24/ET3 100-230/240 24 24-28V 1.0A 3MTBD2/AS.0125.24/ET4 100-230/240 24 24-28V 1.25A 4MTBD2/AS.0200.24/ET6 100-230/240 24 24-28V 2.0A 6MTBD2/AS.0300.24/E 230/240 24 No 3.0A 8M**TBD2/AS.0300.24/ET8 100-230/240 24 24-28V 3.0A 8MTBD2/AS.0400.24/ET8 100-230/240 24 24-28V 4.0A 8MTBD2/AS.0500.24/ET8 230/240 24 24-28V 5.0A 8M* Will no longer be available during the course of 2009, use TBD2/AS.0075.24/ET2 instead.** Will no longer be available during the course of 2009, use TBD2/AS.0300.24/ET8 instead.

MANUFACTURED IN THE EUEUROPEAN QUALITY



AC to AC DIN RAIL MOUNTED TRANSFORMERS
!!SECONDARY 24VAC!SHORT CIRCUIT PROTECTION!OVERLOAD PROTECTION
GENERAL SPECIFICATIONSConstruction standard: EN61558EMC standard: EN55022/BCE marked: YesPrimary voltage: 230VAC +/-10%Primary voltage Hz: 48-63HzSecondary no load V: 25.6VMTBF (HDBK217): ~250000 hrsHousing plastic: Self extinguishing Norylo oAmbient temp: -20 C to +50 CHumidity: 5-90%

DIN RAIL MOUNTED MODULAR CONSTRUCTION

24VAC TRANSFORMERSAC VOLTAGE AC VOLTAGE VA CASEP/NO INPUT OUTPUT OUTPUT PROTECTION SIZETBD2/020.24/PS 230 24 20 PTC 3MTBD2/035.24F5 230 24 35 Fuse 5MTBD2/050.24/F6 230 24 50 Fuse 6MTBD2/063.24/F8 230 24 63 Fuse & Klixon 8MTBD2/075.24/F8 230 24 75 Fuse & Klixon 8M
CASE SIZE DIMENSIONSExample illustrated is case size 3M, the profile is the same for all case sizes but the widths vary as follows:1M width: A = 17.5mm2M width: A = 35.0mm3M width: A = 52.5mm4M width: A = 70.0mm6M width: A = 105.0mm8M width: A = 140.0mm

MANUFACTURED IN THE EUEUROPEAN QUALITY



CSP-1 AND RNG POWER SUPPLIESCSP-1 10VDC Power Supply!!100mA CURRENT OUTPUT!110/230VAC PRIMARY SELECTABLE!10VDC  OUTPUT!LOW OUTPUT RIPPLE!2KV ISOLATION!PLUGS INTO STANDARD OCTAL BASE!IDEAL 0-10VDC BMS INPUTS

FEATURES

!A compact DC power supply in a standard 8 pin plug-in package.  The same unit is suitable for 110VAC or 230VAC primary voltage, dependent on how the input terminals are wired.  The power supply output is 10VDC  max 100mA.P/No.CSP-1/10VDC

DESCRIPTION ! SPECIFICATIONOutput voltage regulation: No greater than 5%Output ripple: No greater than 1%Output capacity: Max 100mAPower supply: 110VAC/230VAC 50/60Hz  15%Power consumption: 4.5VAIsolation: 2KV for 1 min between input& outputDimensions: 80H x 50W x 60D (excludes base)
±

RNG 24VDC Linear Power Supplies!!1.5A, 3A, 5A, 10A OUTPUT VERSIONS!230VAC NOMINAL PRIMARY!OVER VOLTAGE PROTECTION!INTEGRATED FUSE!CHASSIS OR DIN RAIL MOUNTING!LED INDICATION!FULLY ENCLOSED COMPACTCONSTRUCTION!HIGH STABILITY LOW NOISE

FEATURES

!DESCRIPTIONThe RNG range of 24VDC linear power supplies are fully encased and of compact construction.  Suitable for direct chassis mounting or Din rail mounting by utilising the Din rail mounting plate supplied with each power supply.  Available in four different sizes; 1.5Amps, 3Amps, 5Amps and 10Amps.  Primary voltage is 230VAC nominal, however on request 110VAC can also be supplied to order.  The power supplies benefit from internal fuse protection and LED indication.!INFORMATION REQUIRED WITH ORDERRNG36-230 1.5A linear power supply including Din rail fixing plateRNG72-230 3A linear power supply including Din rail fixing plateRNG120-230 5A linear power supply including Din rail fixing plateRNG240-230 10A linear power supply including Din rail fixing plateTYPE A B C D E F G H FIGRNG36 120 96 78 67 102 45 5.5 78 1RNG72 133 105 85 70 115 51 5.0 85 1RNG120 133 105 100 85 115 64 5.0 100 1RNG240 172 109 128 110 150 85 8.0 170 2

! SPECIFICATIONRNG36 RNG72 RNG120 RNG240Supply voltage: 230VAC 230VAC 230VAC 230VAC-10%+6% 5% 5% 5%Frequency: 50-60Hz 50-60Hz 50-60Hz 50-60HzOutput voltage: 24VDC 24VDC 24VDC 24VDCOutput current: 1.5A 3A 5A 10ARipple: <30mV <5% <5% <5%Primary fuse: N/A 0.63A 1A 2Ao o o oAmbient temp range: 0-55 C 0-45 C - 0-45 C - 0-45 C -o o o+60 C +60 C +60 CWeight: 1.6Kg 2.1Kg 2.9Kg 6.1Kg
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